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INTELLECTUAL PROPERTY USED IN THIS PUBLICATION 

This document is copyright of Sprintex Ltd, a company incorporated in Australia. This document may not 
be re-sold, copied or distributed in any way without prior written authorisation of Sprintex Ltd.  
 

Copyrights / Trademarks: 
 
Sprintex® is a registered trademark of Sprintex Limited, an Australian company ACN: 106 337 599 
(ñSprintexò). Sprintex has patents for its superchargers. Any unauthorised copying or modification of the 
system may result in legal action. 
 
Loctite® and Grey Maxx® are registered trademarks of Henkel KGaA, a company incorporated in 
Germany. Other than commercial supply arrangements, Henkel KGaA does not have any association with 
Sprintex. 
 
RedLine® is a registered trademark of RedLine Synthetic Oil Corporation, a company incorporated in the 
United States of America. Other than commercial supply arrangements, Redline and RedLine Synthetic Oil 
Corporation do not have any association with Sprintex. 
 
Castrol, the Castrol logo and related marks are trademarks of Castrol Limited, used under licence. Castrol 
Limited does not have any association with Sprintex. 
 
Lucas synthetic SAE 75W-90 gear oil is a product of Lucas Oil Products, Inc. 302 North Sheridan St. 
Corona, CA 92880 - 800.342.2512. Lucas Oil Products, Inc. does not have any association with Sprintex. 
 
Jeep, Jeep JK, Jeep Wrangler are registered trademarks of FCA US LLC, formerly Chrysler Group LLC. A 
company Headquartered in Auburn Hills, MI, USA. 
(www.fcausllc.com) 
 
SAE is a trademark of SAE International (www.sae.org) an international technology, information and 
standards setting resource organisation for the design, manufacturing, operation, and maintenance 
industry. 
 
Gates is a registered trademark of the Gates Rubber Company, a subsidiary of Tomkins PLC, 
incorporated in London, United Kingdom.  Other than commercial supply arrangements, Gates and 
Tomkins PLC do not have any association with Sprintex Limited. 

http://www.sae.org/
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IMPORTANT INFORMATION / PRODUCT WARNING 

Installation of the Sprintex Supercharger system on a Pentastar 3.6L V6 Jeep - JK vehicle may void all or 
parts of the Jeep Warranty. Customers should consult their Jeep dealer for details. 

Sprintex makes no representation that installation and use of the Sprintex supercharger system is legal for 
public road use worldwide. Customers should check that installation and use of the Sprintex supercharger 
system on their vehicle is legal by contacting the relevant statutory authority in their jurisdiction prior to use 
on public roads. 

Provided in this installation manual are detailed instructions to the installer on how to install the Sprintex 
patent pending supercharger system to the Jeep- JK vehicle. The instructions are aimed at being simple 
yet informative, and are aided with well-presented pictures to make installations as simple, fast, and 
problem free as possible. Please read the entire instruction manual prior to beginning the installation 
procedure.  Pictures and descriptions may vary slightly from model to model. 

It is recommended that all wiring harness connectors, and vacuum hoses are labelled at the time of 
removal for easy and correct refitting. Some components that are removed and are to be refitted are 
fragile, and should be stored safely to prevent damage to these components. 

¶ Sprintex recommends performing the following vehicle checks prior to installing the supercharger: 

¶ Check that the factory fuel system is operating correctly. 

¶ Ensure that the vehicles ignition system is working correctly. 

¶ Install new standard spark plugs and set gap to 0.043ò / 1.1mm. 

¶ Inspect the catalytic converters for blocks or damage. 

¶ Replace the fuel filter if the vehicle has travelled more than 15,000 Km or 9000 miles. 

It is recommended to run at least one full tank of premium unleaded fuel through the vehicle prior to 
installing the supercharger system to prevent any possible damage that may occur due to running the 
supercharged engine on lower octane fuel. 

Sprintex will not be liable for any loss, damage, payment, costs, expenses or other liability, not expressly 
stated in this document.  In particular, Sprintex shall not be liable to any person for any consequential, 
indirect or economic loss or punitive or exemplary damages of any kind. 

Sprintex reserves the right to change specifications from time to time and will not be liable to any person or 
entity for doing so. Sprintex believes that information in this document is correct at time of print.  Sprintex 
limits its liability to the maximum extent permissible at law with regard to the reliance which any person 
places on anything in this document. 

This Sprintex installation requires that the vehicle be equipped with a standard Jeep-JK factory ECU and 
calibration.  Failure to ensure this will affect the performance and may void warranty. 
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California residents: 

California Proposition 65 entitles California to special warnings for products that contain chemicals known 
to the state of California to cause cancer and birth defects or other reproductive harm. 

  

  WARNING 
This product can expose you to chemicals including Cumene, which is known to the State of California to 
cause cancer or birth defects or other reproductive harm.  

For more information, visit 

www.P65Warnings.ca.gov. 
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2015+ Jeep JK Power Control Module (PCM) replacement/modification. 

Please note that Jeep JK Wrangler vehicles produced in and after 2015, will require the PCM to be 

exchanged or modified to facilitate the Diablo tuning device to correctly tune the vehicle, please contact 

Sprintex or your dealer for further information. 

NOTE: Sprintex recommends that this process should be completed prior to the Sprintex supercharger 

system installation, as after the supercharger is installed, the vehicle should not be driven without a 

Sprintex calibration loaded to the vehicle. 

technical@sprintexusa.com (USA only) 

Sprintex USA, Inc. 
4325 Auburn Hills 
Michigan, MI 48326 
Telephone: 855-591-2778 
 

technical@sprintex.com.au (Rest of the world) 

Registered Office and Principal Place of Business 

183 Mulgul Road 

Malaga, West Australia 

Post Code: 6090 

Ph: +61 8 9262 7277 

Fax: +61 8 9262 7288 

 

mailto:technical@sprintexusa.com
mailto:technical@sprintex.com.au
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CHANGES TO FACTORY SPECIFICATIONS 

FUEL: Minimum 95 RON (91 Octane USA) premium unleaded gasoline / fuel to be used at all times.  
Never allow the engine to knock or detonate as serious engine damage may occur. 

SERVICING REQUIREMENTS: See maintenance section of this manual. 

Inspect supercharger drive belt at every routine service and replace when required. 

Drain and replace supercharger oil every 50,000 km or 30,000 miles. Use a quality fully synthetic SAE 
75W-90 gear oil, specifications: API GL5, MT1 such as: Redline 75W90 NS gear oil (factory fill), Castrol 
Syntrax Universal Plus 75W-90, Lucas synthetic SAE 75W-90 gear oi or equivalent.  It is critical not to 
overfill supercharger gearbox as,  

a. damage might occur or 

b. rapid oil loss in the supercharger might be experienced until the oil reaches the recommended level. 

Fill with exactly 83 millilitres or 2.80 US fluid ounces and check the oil level with the dipstick 
provided. 

NOTE: 

Some of the terminology and language used in this instruction may vary from that of the end user / 
installerôs expectations, as some tools and automotive components have different common names in 
different geographical locations. 

TOOLS AND CONSUMABLES REQUIRED TO COMPLETE INSTALLATION 

¶ Metric & inch spanners 
(wrenches) and sockets  

¶ Pliers & side cutters 
(dykes) 

¶ Metric Allen keys  

¶ Flat blade & Philips 
screwdrivers 

¶ İò Breaker bar ¶ İò Drive short extension 

¶ Cloth tape (race tape or 
100MPH tape) 

¶ Hose clamp pliers  ¶ Torque wrench 

¶ Trim clip removal tool 
¶ Rubber grease or white 

petroleum jelly 
¶ Electrical tape 
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PARTS SUPPLIED 

Lower Supercharger Manifold 

 

Upper Supercharger Manifold with 
pulley 

 

Idler Bracket Assembly 

 

Heater hose assembly 

 

Engine breather hose ñBò 

 

Engine breather hose ñCò 

 

Engine breather hose ñAò 

 

Intercooler hose ñBò 

 

Intercooler hose ñCò 

 

Intercooler hose ñAò 

 

W/Pump Wiring Harness 
 

 

Intercooler Radiator 
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Water Pump & Bracket 
 

 

6PK2635 (K061037) drive belt 

 

Fuel Injectors (X6) 

 

Radiator mount brackets (X3) 

 

M6 Nyloc Nuts (x7) 

 

26mm springband clamps (x6) 

 

M6 Manifold Studs (x7) 

 

Purge solenoid hose assembly 

 

Diablo SP2000 flash tuner 

 

Sticker, Premium Unleaded Fuel 
 
 

 

M6 x 25 Flange head screw BLK 
(x4) 

 

MAP sensor adaptor loom 
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M6 x 30 Flange head screw (x10) 

 

M6 x 90 (x1) M6 x 100 (x1) Hex 
head screws + 6mm x 17mm x 

3mm Washers (x2) 

 

Inlet duct 

 

Throttle body extension loom 

 

Pulley 

 

Self-tapping screw 

 

MAP sensor 

 

M8 x 16 flange head screw (x2) 
M6 x 20 flange head screw (x2) 

 

¼ BSPP plug 
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PENTASTAR 3.6L V6 JEEP JK SUPERCHARGER SYSTEM 

SECTION 1 

DISASSEMBLY INSTRUCTIONS 

PREPARATION 

Ensure that all components required to install the supercharger system are available, refer to the Parts 
Supplied section provided earlier. 
Ensure that all required tools are available. 
Please read the entire installation manual prior to beginning the installation procedure. 
Ensure the vehicle is located in a secure position with vehicle tyres secured and hand brake applied. To 
avoid injury, Sprintex® recommends the use of a suitable vehicle lift or appropriate safety stands when the 
vehicle is required to be lifted. Stands should be positioned as per the vehicle manufacturerôs ownerôs 
handbook. 

SAFETY WARNING 

No unauthorised service or alteration may be undertaken to the Sprintex supercharger.  Installation 

should be carried out in a workshop which is a safe and ventilated working environment with 

equipment and procedures compliant with local authority guidelines and legal requirements. Installers 

should ensure adequate hearing, eye, and physical protection is used at all times during the 

installation process. Installers should take reasonable precautions to avoid fatigue and closely follow 

the installation instructions during every installation. Sprintex recommends installation should not be 

carried out unsupervised. Sprintex, its directors, employees and agents will not accept liability for 

damage, accident or injury resulting from the installation process. Safety warnings are also provided 

throughout this document. 

Allow engine to cool prior to proceeding with disassembly to prevent scalding. 
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NOTES: 

¶ During disassembly and removal of components, take notes and ensure parts are labelled and stored 

safely; this will help with the reassembly. 

¶ Many of the photos shown in this document are of a typical Jeep- JK right hand drive vehicle and are 

similar to a typical Jeep- JK left hand drive vehicle. 

 
LHD VEHICLE 

 
RHD VEHICLE 

¶ Connect and disconnect battery cables, jumper cables or battery charger only with the ignition off. 

¶ Disconnecting the battery may erase fault codes stored in control module memory.  

Using diagnostic equipment, check for fault codes before disconnecting battery cables. 

If the malfunction indicator light (MIL) is illuminated. 

¶ MIL (Malfunction Indicator Lamp) light. 

The MIL light can be found in one of two locations, dependant on the market the vehicle has been built 
for. 

The MIL light may be an illuminated ENGINE symbol within the instrument cluster. 

Please refer to the Jeep ownerôs handbook to define which off the above applies to the vehicle to be 
fitted with the Sprintex unit. 

¶ Always disconnect the negative battery terminal first. This prevents possible shorting and potential 
battery damage. 
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1. Load the ECM re-flash 

¶ Read the instructions included with the Diablo SP2000 flash tuner. 

¶ Follow the instructions included with the Diablo SP2000 flash tuner. 

 

 
 

2. Fuel System Pressure Relief 

¶ Remove the fuel fill cap. 

¶ Remove the fuel pump fuse (M37, 10A fuse labelled ABS, FUEL PUMP RELAY, SWAY BAR) from 
the Power Distribution Centre (PDC). For location of the fuel pump fuse, refer to label on the 
underside of the PDC cover 

¶ Start and run the engine until it stalls. 

¶ Attempt restarting the engine until it will no longer run. 

¶ Turn the ignition key to the OFF position. 

¶ Disconnect and isolate the negative (ñ-ñ) battery terminal. 

¶ Re-install the fuse. 
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3. Remove the front bumper. 
¶ Remove the push pin fasteners (2) and release the splash shield (1) from the bumper. 

 
¶ Remove the push pin fasteners (3) and remove the splash shield. 
¶ Disconnect the electrical connectors (1). 
¶ Remove the outer (4) and inner support bolts (2) and remove the front bumper. 

 

4. Remove the grille. 

¶ Twist the centre of the push pin insert to release and remove the six push pin fasteners (1)  

¶ Release the lower clips (3) and separate the grille from the front end module. 

¶ Disconnect the electrical connectors (4). 
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5. Drain cooling system. 

NOTE: Radiator drain valve is located on the 
right/lower side of radiator facing to front of vehicle. 

¶ Remove radiator pressure cap from radiator or 
coolant recovery container as necessary. 

¶ Attach one end of a hose to the drain valve. Put 
the other end into a clean container. Open valve 
and drain coolant from radiator. 

 
 

6. Intake manifold removal. 

¶ (6a) Remove the engine cover (1).  

 
 

¶ (6b) Disconnect the electrical connector (3) 
from the Inlet air temperature (IAT) sensor, 
remove the sensor from the inlet pipe and set it 
aside to use later. 

¶ Loosen the clamp (4) at the throttle body.  

¶ Disconnect the fresh air makeup hose (2) from 
the air cleaner body.  

¶ Disengage the coolant hose from the two 
retainers (6).  

¶ Remove the two bolts (5) from the air inlet 
hose.  

¶ Disengage the air inlet hose from the throttle 
body and pull the air cleaner body (1) straight 
up off of the three locating pins. 

 

6a 

6b 


































































